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§148.60

(b) IMSBC Code. Notwithstanding the
provisions of this part, a bulk solid ma-
terial that is classed, described,
stowed, and segregated in accordance
with the IMSBC Code (incorporated by
reference, see §148.8), and otherwise
conforms to the requirements of this
section, may be offered and accepted
for transportation and transported

within the United States. The fol-
lowing conditions and limitations
apply:

(1) A bulk solid material that is list-
ed in Table 148.10 of this part, but is
not subject to the requirements of the
IMSBC Code, may not be transported
under the provisions of this section and
is subject to the requirements of this
part. Examples of such materials in-
clude environmentally hazardous sub-
stances, solid, n.o.s.

(2) Zinc Ashes must conform to the
requirements found in §148.330 of this
part.

(3) Exemptions granted by other com-
petent authorities in accordance with
the IMSBC Code must be approved by
the Commandant (CG-5223) in accord-
ance with §148.5 of this part.

(4) Tripartite agreements granted by
other competent authorities in accord-
ance with the IMSBC Code must be au-
thorized for use in the United States by
the Commandant (CG-5223).

§148.60 Shipping papers.

The shipper of a material listed in
Table 148.10 of this part must provide
the master or his representative with
appropriate information on the cargo
in the form of a shipping paper, in
English, prior to loading. Information
on the shipping paper must include the
following:

(a) The appropriate BCSN. Secondary
names may be used in addition to the
BCSN;

(b) The identification number, if ap-
plicable;

(c) The hazard class of the material
as listed in Table 148.10 of this part or
on the Special Permit for the material;

(d) The total quantity of the material
to be transported;

(e) The stowage factor;

(f) The need for trimming and the
trimming procedures, as necessary;

(g) The likelihood of shifting, includ-
ing angle of repose, if applicable;
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(h) A certificate on the moisture con-
tent of the cargo and its transportable
moisture limit for cargoes that are
subject to liquefaction;

(i) Likelihood of formation of a wet
base;

(j) Toxic or flammable gases that
may be generated by the cargo, if ap-
plicable;

(k) Flammability, toxicity, corro-
siveness, and propensity to oxygen de-
pletion of the cargo, if applicable;

(1) Self-heating properties of the
cargo, if applicable;

(m) Properties on emission of flam-
mable gases in contact with water, if
applicable;

(n) Radioactive properties, if applica-
ble;

(0) The name and address of the U.S.
shipper (consignor) or, if the shipment
originates in a foreign country, the
U.S. consignee.

(p) A certification, signed by the
shipper, that bears the following state-
ment: “This is to certify that the
above named material is properly
named, prepared, and otherwise in
proper condition for bulk shipment by
vessel in accordance with the applica-
ble regulations of the TU.S. Coast
Guard.”

§148.61 Emergency response informa-
tion.

The shipper of a material listed in
Table 148.10 of this part must provide
the master or his representative with
appropriate emergency response infor-
mation. This information may be in-
cluded on the shipping papers or in a
separate document such as a material
safety data sheet (MSDS). The infor-
mation must include preliminary first
aid measures and emergency proce-
dures to be carried out in the event of
an incident or fire involving the cargo.

§148.62 Location of shipping papers
and emergency response informa-
tion.

(a) The shipping paper and emer-
gency response information required by
§§148.60 and 148.61 of this part must be
kept on board the vessel along with the
dangerous cargo manifest required by
§148.70 of this part. When the shipment
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is by unmanned barge the shipping pa-
pers and emergency response informa-
tion must be kept on the tug or towing
vessel. When an unmanned barge is
moored, the shipping paper and emer-
gency response information must be on
board the barge in a readily retrievable
location.

(b) Any written certification or
statement from the shipper to the mas-
ter of a vessel or to the person in
charge of a barge must be on, or at-
tached to, the shipping paper. See Sub-
parts E and F of this part for required
certifications.

§148.70 Dangerous
general.

cargo manifest;

(a) Except as provided in paragraph
(b) of this section and in §148.72 of this
part, each vessel transporting mate-
rials listed in Table 148.10 of this part
must have a dangerous cargo manifest
on board.

(b) This document must be kept in a
designated holder on or near the ves-
sel’s bridge. When required for an un-
manned barge, the document must be
on board the tug or towing vessel.

§148.71 Information included in the
dangerous cargo manifest.

The dangerous cargo manifest must
include the following:

(a) The name and official number of
the vessel. If the vessel has no official
number, the international radio call
sign must be substituted;

(b) The nationality of the vessel;

(c) The name of the material as listed
in Table 148.10 of this part;

(d) The hold or cargo compartment in
which the material is being trans-
ported;

(e) The quantity of material loaded
in each hold or cargo compartment;
and

(f) The signature of the master ac-
knowledging that the manifest is cor-
rect, and the date of the signature.

§148.72 Dangerous cargo manifest; ex-
ceptions.

(a) No dangerous cargo manifest is
required for—

(1) Shipments by unmanned barge,
except on an international voyage; and
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(2) Shipments of materials des-
ignated as potentially dangerous mate-
rials in Table 148.10 of this part.

(b) When a dangerous cargo manifest
is required for an unmanned barge on
an international voyage, §148.71(d) of
this part does not apply, unless the
barge has more than one cargo com-
partment.

§148.80 Supervision of cargo transfer.

The master must ensure that cargo
transfer operations are supervised by a
responsible person as defined in §148.3
of this part.

§148.85 Required equipment for con-
fined spaces.

When transporting a material that is
listed in Table 148.10 of this part, each
vessel, other than an unmanned barge,
must have on board the following:

(a) Equipment capable of measuring
atmospheric oxygen. At least two
members of the crew must be knowl-
edgeable in the use of the equipment,
which must be maintained in a condi-
tion ready for use and calibrated ac-
cording to the manufacturer’s instruc-
tions.

(b) At least two self-contained, pres-
sure-demand-type, air breathing appa-
ratus approved by the Mine Safety and
Health Administration (MSHA) or the
National Institute for Occupational
Safety and Health (NIOSH), each hav-
ing at least a 30-minute air supply.
Each foreign flag vessel must have on
board at least two such apparatus that
are approved by the flag state adminis-
tration. The master must ensure that
the breathing apparatus is used only by
persons trained in its use.

§148.86 Confined space entry.

(a) Except in an emergency, no per-
son may enter a confined space unless
that space has been tested to ensure
there is sufficient oxygen to support
life. If the oxygen content is below 19.5
percent, the space must be ventilated
and retested before entry.

(b) In an emergency, a confined space
may be entered by a trained person
wearing self-contained breathing appa-
ratus, suitable protective clothing as
necessary, and a wire rope safety line
tended by a trained person outside the
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